
58
www.ittcannon.com

Dimensions shown in mm
Specifications and dimensions subject to change

Gaskets
Thickness of gaskets
made of Alu-Flex “2“      = 0,5 mm
made of Polychloropren “1“ = 1,0 mm

VG95234 Style DA for front panel mounting
VG95234 Style DH for front panel mounting

Size VG95234 Part no. Part no. l e d1 d2 Weight
Part no. Version Version ±0,5 ±0,2 +1 +0,5 g max.

Polychloropen1 Alu-Flex2 front panel
10SL VG95234 DA 10SL-X 075-8512-000 075-8512-001 25,4 18,2 15,7 4,2 2
12S 075-8513-000 075-8513-001 28,0 20,6 18,9 4,2 2
14S VG95234 DA 14S-X 075-8514-000 075-8514-001 30,0 23,0 22,1 4,2 2
16/16S VG95234 DA 16X 075-8515-000 075-8515-001 32,5 24,6 25,3 4,2 2
18 VG95234 DA 18-X 075-8516-000 075-8516-001 35,0 27,0 28,4 4,2 2
20 VG95234 DA 20-X 075-8517-000 075-8517-001 38,0 29,4 31,6 4,2 2
22 VG95234 DA 22-X 075-8518-000 075-8518-001 41,0 31,8 34,8 4,2 2
24 VG95234 DA 24-X 075-8519-000 075-8519-001 44,5 34,9 38,0 4,2 2
28 VG95234 DA 28-X 075-8520-000 075-8520-001 50,8 39,7 44,3 5,1 2
32 VG95234 DA 32-X 075-8521-000 075-8521-001 57,0 44,5 50,7 5,1 2
36 VG95234 DA 36-X 075-8522-000 075-8522-001 63,5 49,2 57,0 5,1 2

For front panel mounting

Size VG95234 Part no. Part no. l e d1 d2 Weight
Part no. Version Version ±0,5 ±0,2 +1 +0,5 g max.

Polychloropen1 Alu-Flex2 front panel
10SL VG95234 DH 10SL-X 075-8501-000 075-8501-001 25,4 18,2 18,2 4,2 2
12S 075-8502-000 075-8502-001 28,0 20,6 21,4 4,2 2
14S VG95234 DH 14S-X 075-8503-000 075-8503-001 30,0 23,0 24,6 4,2 2
16/16S VG95234 DH 16X 075-8504-000 075-8504-001 32,5 24,6 27,4 4,2 2
18 VG95234 DH 18-X 075-8505-000 075-8505-001 35,0 27,0 30,8 4,2 2
20 VG95234 DH 20-X 075-8506-000 075-8506-001 38,0 29,4 34,2 4,2 2
22 VG95234 DH 22-X 075-8507-000 075-8507-001 41,0 31,8 37,4 4,2 2
24 VG95234 DH 24-X 075-8508-000 075-8508-001 44,5 34,9 40,9 4,2 2
28 VG95234 DH 28-X 075-8509-000 075-8509-001 50,8 39,7 46,7 5,1 2
32 VG95234 DH 32-X 075-8510-000 075-8510-001 57,0 44,5 53,4 5,1 2
36 VG95234 DH 36-X 075-8511-000 075-8511-001 63,5 49,2 59,6 5,1 2

For rear panel mounting

X = insert “1“ (electrically not conductive) or “2“ (electrically conductive)

Accessories


