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HOW TO ORDER

HOW TO ORDER

MALE/MALE MALE/FEMALE

R30 - 400 XX 02

SERIES CODE

FINISH
02 Nickel

LENGTH (mm)
04 to 16, 18, 20, 25, 30, 35, 40

SERIES CODE
R25-300 M2.5 Thread

R30-300 M3 Thread, 6mm Stud

R30-301 M3 Thread, 8mm Stud

R40-300 M4 Thread

FINISH
02 Nickel

  Thread sizes are the same both ends for all standard spacers.

RXX - 30X XX 02

 Available in a choice thread sizes, with a variety of standard 
body lengths.

 Base material is free-machining Brass, with nickel plating.

Threaded Male Pillars

Metric Spacers
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1.9 2.5 2.5 3.5 4.5 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 R25-300
2.0 2.5 3.0 4.5 5.5 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 R30-300
2.5 3.0 4.0 5.0 5.0 5.0 5.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 R30-301

2.5 3.5 4.5 5.5 6.5 8.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 8.0 R40-300

Length5.00 A/F

Length

M3

6.00 6.00

M2.5 (R25), M3 (R30) or M4 (R40)

5.00 A/F (R25, R30) 
7.00 A/F (R40)

5.00 (R25-300) 
6.00 (R30-300) 
8.00 (Others)

Thread Length (minimum)




